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HINGES 286-299

mesan

ESSENTRA COMPONENTS

e-mail | info@mesanlocks.com web | www.mesanlocks.com




D> SIDE HINGES

SIDE HINGE (10 mm) 090

M6(3x) Hinge Rotation Angle

s

Group . - MATERIAL FINISH

o Stainless steel version: Page 512 Code |Material | Finish -

o Side-mounted hinge 090 3 Brass 3 No finish

e Hinge supplied in a unassembled
state. For different dimensions

Nickel plated

contact Essentra

SIDE HINGE (12 mm) 091

M8(3x)

Hinge Rotation Angle

SsE

*p

MATERIAL FINISH
(zl';):p Material | Finish
< No finish
e Side-mounted hinge 091 3 Brass 3 Nickel plated
e Hinge supplied in a unassembled
state. For different dimensions
contact Essentra Components
M8(3x) Hinge Rotation Angle M6(3x)

SIDE HINGE (12 mm) 092

300

092 M-F- 8-90°
—
092 M-F -8-180°

092 M-F- 6-90°
6—»

M8 o
092 M-F- 6-180

® Stainless steel version: Page 512

e Side-mounted hinge

e Brass 12 mm parts and bearings

e Parts are assembled by fixing plate.
For different dimensions contact
Essentra Components "

e 90° and 180° angle versions (?:roup Material | Finish : : M

) ode ..

are available No finish

092 3 Brass 5

Chrome plated
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SIDE HINGES

M6(2x)

192 SIDE HINGE (12 mm)
Hinge Rotation Angle
80°
Jeont , vl
- RoHS

G . -
C’::: Material | Finish MATERIAL m FINISH
192 3 Brass 3 | Chrome plated

® Stainless steel version: Page 513

e Side-mounted hinge
e Brass 12 mm parts and bearings

M8(3x)

e Parts tightly fitted

SIDE HINGE (16 mm)

Hinge Rotation Angle

70, o?i\s

MATERIAL FINISH
%’;’:ep Material | Finish
No finish
093 3 3 onns e Side-mounted hinge
Chrome plated e Brass 16 mm parts and bearings
e Parts assembled by fixing plate
Hinge Rotation Angle 193 SIDE HINGE 16 mm
M10
oCg e
Y
s
8 o~
Y
p |
2
A [
- _ =
y 13
M8(2x) o -
32 21
> i ® Stainless steel version: Page 513
e Side-mounted hinge
e Brass 16 mm parts
e Parts tightly fitted
Group . . M
Code Material | Finish
No finish
193 3 Brass 3

Chrome plated
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D> SIDE HINGES

SIDE HINGE

793

‘ ‘I’I’,"“J“

-

e For medium voltage and heavy
door panels
e Hinge parts produced from steel

MATERIAL
Steel

FINISH
Zinc plated

A Note: Nuts and washers are
not supplied.

Hinge Rotation Angle

Je-=ty

290 \ tel | +90 212721 44 44 fax | +90 212721 44 45

M8(3x)
.

22

_ 14

L

33

10

o

MATERIAL [ ™ | FINISH
Steel 6 | Zinc plated
Group . _
Code Material | Finish

793 6




SIDE HINGES

M10
A
3
[
M8(2x) _
33

18

20,8

R{HS

-

]I_

e For medium voltage and heavy
door panels

e Assembled using special screws
(supplied)

e Hinge supplied in a unassembled
state

MATERIAL
C45 Steel, hardened

FINISH
Zinc plated

A Note: Nuts and washers are
not supplied.

MATERIAL M| FINISH
Steel 6 | Zinc plated
Group . -
Code Material | Finish

893 6

Hinge Rotation Angle

1Cap
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D> SIDE HINGES

SIDE HINGE (10 mm) 191

[ome)
=

0 0]

y

e Side-mounted hinge
e Steel 12 mm parts

MATERIAL
Steel

FINISH
Zinc plated

M6(2x)

135

1.5

Ll

25,5

13

1.5

13,5

13,5

Hinge Rotation Angle
Steel

MATERIAL

FINISH

6 | Zinc plated

o

A Note: Nuts and washers
are supplied.

292 \ tel | +90 212721 44 44 fax | +90 212721 44 45

Group .
Code Material
191 6

Finish




SIDE HINGES

e Side-mounted hinge

e Pin Lenght can be modified

o For different lenght contact
Essentra Components

24,5

MATERIAL
BODY: Brass
A PIN: Steel

FINISH
Chrome Plated

MATERIAL m FINISH Hinge Rotation Angle
80°
Brass 3 | Chrome plated Q@J
%’l‘)’;’: Material | Finish
1093 3
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D> SIDE HINGES

SIDE HINGE

i

993

5

e Side-mounted hinge
e Brass 12 mm parts

MATERIAL
Brass

FINISH
Chrome plated

A Note: Bolts are supplied

Hinge Rotation Angle

o

81

Brass

MATERIAL

FINISH

3 | Chrome plated

294 \ tel | +90 212721 44 44 fax | +90 212721 44 45

Group .
Code Material
993 3

Finish Height




SIDE HINGES

24,6

100

M5(3x)

18,8

1193

SIDE HINGE

MATERIAL

Steel

FINISH

No finish

6 | Chrome plated

Black coated

N = |O|m

Group . .
Code Material | Finish
1193 6 F

MATERIAL
BODY: Steel
PIN: Stainless Steel

FINISH
Chrome or black coated

A Note: Bolts are not supplied

Hinge Rotation Angle

1Cap
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D> SIDE HINGES

SIDE HINGE
+/

393

e For medium voltage and heavy
door panels

e Chrome-plated brass

e Assembled using special screws
(supplied)

e Parts supplied separately

MATERIAL
Brass: DIN 17672 CuZn39Pb3

SIDE HINGE

@
2 s
=

293

e For medium voltage and heavy
door panels

e Chrome-plated brass

e Assembled using special screws
(supplied)

e Parts supplied separately

MATERIAL
Brass: DIN 17672 CuZn39Pb3

Hinge Rotation Angle

sy ten

296 \ tel | +90 212 721 44 44 fax | +90 212721 44 45

M8(3x)

Brass

MATERIAL M FINISH
3 | Chrome plated

Group

Code Material | Finish

3




SIDE HINGES

V2]

Fixed zamak pin Stainless steel pin

=3 e
—-@',# lEL §

[0«

=

o Lift-off hinge

e Suitable for left- and right-hand
applications

e Maximum hinge rotation 180°

e For heavy doors, version 2 is
recommended due to its
stainless steel properties

MATERIAL

Zamak DIN-EN 1774-ZnAl4Cul

PIN: V1: Zamak DIN-EN
1774-ZnAl4Cul

PIN: V2: Stainless Steel

17

M F
Zamak 1 Chrome plated 1 Hinge Rotation Angle
Black coated 2 D_@JSO"

Group . - .
Code Material | Finish | Versiyon A

Note: Bolts are supplied
493 1 F PP
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D> SIDE HINGES

M5(4x)

’dhs

Iy y 5
_ f
'
A 3 ]
6
Adaptor
Spacer version Standard version
593 1-F-25 593 1-F-19

19,5

e Spacer bar available for
different dimensions
e Stainless steel hinge pin

MATERIAL
Zamak DIN-EN 1774-ZnAl4Cul
PIN: Stainless Steel

M F

) . Chrome plated 1
Hinge Rotation Angle Zamak 1

Black coated 2

LCape

Group . . .
Code Material | Finish Height
A Note: Bolts are not supplied
PP 593 1 F
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SIDE HINGES

0 693 SIDE HINGE

19 ﬂl m
M6(2x) ]I— o
| >

e Side-mounted hinge
e Stainless steel hinge pin
e Supplied assembled

19
T
©
|
I

MATERIAL
Zamak DIN-EN 1774-ZnAl4Cul
PIN: Stainless Steel

M F
Zamak 1 Chrome plated L Hinge Rotation Angle
Black coated 2 0 % 180°
Group . .
Code Material | Finish
693 1 F
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CONCEALED HINGES

ESSENTRA COMPONENTS
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D> CONCEALED HINGES

CONCEALED HINGE 094

e For 25 mm folded doors
e Middle part copper plated for
easy welding

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul
or Aluminium

FIXED PART:  Steel

FINISH

BODY: Zinc plated or
no finish

FIXED PART:  Copper plated

MATERIAL FINISH

Hinge Rotation Angle Zamak 1 Zinc plated
No finish
ki %) Aluminium 5 Matte anodized
o
A Note: Bolts are supplied Group |\ verial | Finish
Code
094 M
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CONCEALED HINGES ¢

194 CONCEALED HINGE

RoHS
__ra]
0

e For doors with a bend of between
18 mm and 27 mm

e Centre part copper plated for easy
welding

e The centre part available in
different versions

57
36

< 2
IR
MATERIAL
BODY: Zamak DIN-EN

1774-ZnAI4Cul
FIXED PART: Steel

FINISH

BODY: Zinc plated or
no finish

FIXED PART: Copper plated

A Note: Bolts are supplied

MATERIAL FINISH Hinge Rotation Angle

R

o

Zinc plated

No finish

Group Material | Finish Version
Code
194 1
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D> CONCEALED HINGES

CONCEALED HINGE 096

RoHS
_ =
M6x10

Bolt

24,5

e For doors with a 24.5 mm bend
e Suitable for both panel and door-
profile fixing

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

FIXED PART:  Steel

FINISH

BODY: Zinc plated or
no finish

FIXED PART: Copper plated

MATERIAL M | FINISH

Zinc plated

Hinge Rotation Angle

Zamak 1

No finish

Group . .
Code Material | Finish
A Note: Bolts are supplied 096 1
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CONCEALED HINGES ¢

096 CONCEALED HINGE

23

RoHS
__ra]
115

24,5

e Door can be taken out of frame
without removing the pins

e Easy assembly

e Suitable for 24.5 mm door bend

MATERIAL
BODY: Zamak DIN-EN
1774-ZnAl4Cul
FIXED PART: Steel
PIN: Stainless Steel
- FINISH
- BODY: Zinc plated or
r no finish

FIXED PART: Copper plated

M F Hinge Rotation Angle
Zinc plated 3
Zamak 1
No finish 0
770,
Group . . .
Material | Finish | Version

Code
096 1 F A Note: Bolts are supplied
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D> CONCEALED HINGES

CONCEALED HINGE

196

e For 21.5 mm to 24.5 mm
bended doors
e Two sizes available
e Smaller alternative to 096 hinge

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

FIXED PART: Steel

FINISH
BODY: Zinc plated or

no finish
WELDING PART: Copper plated

Hinge Rotation Angle

¢

A Note: Bolts are supplied

M
Zinc plated
Zamak 1
No finish
Group . . .
Material | Finish Version
Code
196 1
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CONCEALED HINGES ¢

- &

10,2

RoHS
_ =
M5
i 1| B

e For small panels having a 10 mm
internal bend

e Designed to maximize space

e Copper plated for easy welding

MATERIAL

BODY: Zamak DIN-EN 1774-ZnAl4Cul
FIXED PART: Steel

PIN: Steel

FINISH

BODY: Zinc plated or
no finish

FIXED PART:  Copper plated

Hinge Rotation Angle

M F %ﬁ

Zinc plated 3
Zamak 1
No finish
A Note: Bolts are not supplied
Group . .
Code Material | Finish
294 1 F
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D> CONCEALED HINGES

CONCEALED HINGE 296

A

e For doors with a 23.5 mm bend.

e Smaller, more competitive
alternative to 096 hinge

MATERIAL
BODY:

Zamak DIN-EN
1774-ZnAl4Cul

FIXED PART: Steel

FINISH
BODY:

Zinc plated or
no finish

WELDING PART: Copper plated

Hinge Rotation Angle

A Note: Bolts are not supplied

¢

RoHS
__ra]
n

50

25

235

M5X15

235

21

6.5

22

13

308 \ tel | +90 212 721 44 44 fax | +90 212 721 44 45

MATERIAL

FINISH

Zamak

Zinc plated

No finish

Group .
Code Material
296 1

Finish Version




CONCEALED HINGES ¢

296 CONCEALED HINGE

RoHS [
50
25 2165
- =

13

M5X15

e Door part can be removed out
from frame part without removing
the pins

e Provides easy assembly

e Suitable for 23.5mm door bend

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAI4Cul

FIXED PART:  Steel

FINISH

BODY: Zinc plated or
no finish

FIXED PART: Copper plated

M F Hinge Rotation Angle
Zinc plated 3
Zamak 1
No finish 0
77, .
Group . . .
Material | Finish | Version

Code
296 1 F A Note: Bolts are not supplied
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D> CONCEALED HINGES

CONCEALED HINGE 095

® Stainless steel version: page 492
e For doors with a bend of 22.5 mm
or more. Available drilled with two
holes or with two-mounting studs.
e Centre part available in
different versions

MATERIAL
Steel

FINISH
BODY: Zinc plated
WELDING PART: Copper plated

Hinge Rotation Angle

¢

Group . _ . .
Code Material | Finish | Version | Option
095 6
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CONCEALED HINGES ¢

095 CONCEALED HINGE

e For doors with a bend of 22.5 mm
or more

e Available drilled with two holes or
with two-mounting studs

e Centre part available in
different versions

M5x10
Bolt
MATERIAL
Steel
FINISH
BODY: Zinc plated

WELDING PART: Copper plated

L L Hinge Rotation Angle
Hole Stud
\i‘
Group Material | Finish | Version | Option
Code
095 6 oP

A Note: Bolts are supplied
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D> CONCEALED HINGES

CONCEALED HINGE 195

Fixed: 1

e For doors with a bend of between
23.5 mm and 25.5 mm
e Easily fixed to panel or door profile

MATERIAL
Steel

FINISH
BODY: Zinc plated
WELDING PART: Copper plated

80
36

18

|

Hinge Rotation Angle

05,2 (3x)
77 % e _

A Note: Bolts are supplied
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CONCEALED HINGES ¢

195 CONCEALED HINGE

Fixed: 2
For profile body

~

e For doors with a bend of between
23.5 mm and 25.5 mm
e Easily fixed to panel or door profile

MATERIAL
Steel

FINISH
BODY: Zinc plated
WELDING PART: Copper plated

Hinge Rotation Angle

7 g
Group Version %‘

Code
195

A Note: Bolts are supplied
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D> CONCEALED HINGES

CONCEALED HINGE 295 .
325
14,5
X
3

8 9 5

v
’ 0 6,5x12 (2x)
©6,5%12 (2x)
05
e Stainless steel version: page 482 -

e For doors with a bend of between
20 mm and 24 mm

e Frame part screwed on, door part
welded on S .

e Suitable for left- and right-hand
applications

20

MATERIAL
Steel

FINISH
BODY: Zinc plated
WELDING PART: Copper plated

N

Hinge Rotation Angle

t7900§

(?:rgduep Material | Finish | Version
A Note: Bolts are not supplied
295 6
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CONCEALED HINGES ¢

385 , 385 295 CONCEALED HINGE

60
60

/6,5%12 (2x) 0 6,5x12 (2x)

® Stainless steel version: page 483

MATERIAL
Steel

FINISH
BODY: Zinc plated
WELDING PART: Copper plated

Hinge Rotation Angle

Group . _ .
Code |Material| Finish | Version A Note: Bolts are not supplied
295 6
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D> CONCEALED HINGES

CONCEALED HINGE 395

7 6,5x12 (2x)

e

0 6,1(2x)

® Stainless steel version: page 484

e For doors with a bend of between
20 mm and 24 mm

e Frame part screwed on, door part
welded on

o Suitable for left- and right-hand
application

MATERIAL
Steel

FINISH
Zinc plated

Hinge Rotation Angle

i@m?

Group . - .
. Material | Finish | Vi
A Note: Bolts are not supplied Code ateria n's erston
395 6
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CONCEALED HINGES ¢

395 CONCEALED HINGE

39

1 6,5%12(2x)

60

e Stainless steel version: page 485

Q MATERIAL
Steel
FINISH

o~
Zinc plated

Hinge Rotation Angle

37900§

Grou . - .
oo P | Material | Finish | Version A Note: Boits are not supplied
395 6
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D> CONCEALED HINGES

CONCEALED HINGE 695

RoHS
_ =
il

® Stainless steel version: page 486

e For doors with a bend of 18 mm

e Frame part screwed on, door part
either welded or screwed on

e Suitable for left- and right-hand
applications

MATERIAL
Steel

FINISH
BODY: Zinc plated
WELDING PART: Copper plated

Hinge Rotation Angle

E7200§

A . Céro:p Material | Finish | Version
Note: Bolts are supplied ode
695 6 3
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CONCEALED HINGES ¢

695 CONCEALED HINGE

D610 — ;

® Stainless steel version: page 487

e For doors with a bend of 18.5 mm

e Frame part screwed on, door part
mounted by nut to welded stud
on door

e Suitable for left- and right-hand
application

M6x12 MATERIAL
Stud weld fastening Steel

FINISH
Zinc plated

Hinge Rotation Angle

D

Group . _. .
Code |Material| Finish | Version A Note: Bolts are not supplied
695 6
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D> CONCEALED HINGES

CONCEALED HINGE 795

M5

YHB bolt

o Stainless steel version: page 488

e For doors with a bend of 20 mm to
fix profiles

e Frame part screwed on, door part
mounted by nut to welded stud on
door

o Suitable for left- and right-hand
application

20

MATERIAL
Steel Méx15
Stud weld fastening
FINISH
Zinc plated

Hinge Rotation Angle

60

. G . -
A Note: Bolts are not supplied Cr::: Material | Finish
795 6
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CONCEALED HINGES ¢

1795 CONCEALED HINGE

RoHS
_ =
[k

e For doors with a bend of between
20 mm

e Easily fixed to panel or door profile
due to hinge design

e Suitable for left - and right- hand
applications

MATERIAL

BODY: Steel

FIXED PART:  Steel

PIN: Steel
FINISH

BODY: Zinc plated

FIXED PART:  Copper plated

Hinge Rotation Angle

¢

Group . -
Code | Moterial | Finish A Note: Bolts are not supplied
1795 6

e-mail | info@mesanlocks.com web | www.mesanlocks.com ( 321



D> CONCEALED HINGES

CONCEALED HINGE 895

e Side part can be mounted with n
M5 screws

e Centre part copper plated for
easy welding

e Suitable for heavy-duty N
applications

e Pin should be mounted during 19
hinge assembly

31

215

MATERIAL
Steel

FINISH
BODY: Zinc plated
WELDING PART: Copper plated

Hinge Rotation Angle

¢

A Note: Bolts are not supplied

Group . .
Code Material | Finish
895 6
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CONCEALED HINGES ¢

| >
_ &

¥

e For doors with a bend of 23 mm

e Easily fixed to panel or door profile

e Suitable for left- and right-hand
application

MATERIAL
BODY: Steel
FIXED PART: Steel
PIN: Steel

FINISH
BODY: Zinc plated
FIXED PART:  Copper plated

Hinge Rotation Angle

77, 03

Group . -
Code Material | Finish
1095 6
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D> CONCEALED HINGES

CONCEALED HINGE 995

® Stainless Steel version:
page: 491

e Side part can be mounted with
M5 screws

e Centre part copper plated for easy

welding

e Suitable for heavy-duty
applications

e Suitable for 25 mm bend door
cabinets

24,5

MATERIAL
Steel

FINISH
BODY: Zinc plated

WELDING PART: Copper plated (MP1)

A Note: Bolts are not supplied

3
|

|
|
|

OP:1
Stud

MeXx12

Hinge Rotation Angle

¢

A Note: Nuts are not supplied

E

?LAJ

Middle Parts

V4 MP: 1 MP: 2

324 \ tel | +90 212721 44 44 fax | +90 212721 44 45

Fixed by O'ring Fixed by clips Circle Hole Slot hole
- OPTION OoP
Group Material | Finish | Version Middle Option
Code Part Hole 0
995 6 OP stud 1




CONCEALED HINGES ¢

107 ‘ 995 CONCEALED HINGE

1

L6

s

‘ =

RoHS
_ &
1§

25, |

Bolt
Mé6X12 YHB

e Suitable for heavy-duty
applications

e Suitable for Left- and right-hand
applications

e Suitable for 25 mm bend door

cabinets
e Door part can be removed
Stud weld fastening by a screw
M6X8 YSB
28
MATERIAL
BODY: Steel
WELDING PART: Zamak DIN-EN
1774-ZnAl4Cul
Position 1 Position 2 Position 3 FINISH: .
BODY: Zinc plated
Closed door After the door is opened, cam is The cover is removed WELDING PART: Zinc plqted

rotated 90° with a screwdriver

Hinge Rotation Angle

¢

OPTION OP
%I:duep Material | Finish Version | Option A Note: Bolts and nuts
Hole Y are not supplied
995 6 OoP Stud 1
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D> CONCEALED HINGES

CONCEALED HINGE 1995

?-][
®

e Stainless steel version: page 490

e Remove the door by just removing
the pin

e Suitable for 24 mm door bend
cabinets

e Copper plated middle part for
easy welding

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

FIXED PART:  Steel

FINISH

BODY: Zinc plated
WELDING PART:

MP1: Copper plated

MP2: Zinc Plated

MP: 1 MP: 2
Circle Hole Slot hole
A Note: Bolts are not supplied
Group . . . Middle .
Code Material [ Finish | Version Part Option OPTION OP
1995 6 0 Fole o
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CONCEALED HINGES ¢

595 CONCEALED HINGE

RoHS
_
{1k

e Can be used for small size panels

MATERIAL
Steel

FINISH
Zinc plated

Group .
Code Material
595 6

Finish

A Note: Bolts are supplied
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D> CONCEALED HINGES

SPRING LOADED 189

a | RoHS
a
A&
T} |
|_=

=

e For internally mounted doors

e Spring loaded hinge for easy door
removal

e Body copper plated for easy
welding. Available as spring-
loaded, up-and-down pair; or
spring-loaded up hinge and fixed
bottom hingew

MATERIAL
Steel

FINISH
BODY: Copper plated
Other materials: Zinc plated

Hinge Rotation Angle

773

xa5° D6
©
N~
e
BOTTOM PIVOT PIN 32003192Y o
~
l}-‘
9 © O L1 L2 L3 PRODUCT
D1 D2 D3 MM MM MM CODE
10 8.5 [¢) 26.5 3.5 9 189-9
10 8.5 [¢) 38 3.5 10 189-10
12 9 6 38 3.5 10 189-12
15 12 9 47 6 14.5 189-15
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CONCEALED HINGES ¢

389 SPRING LOADED
©®10

D6

‘>

55

26,5

=

D35

20

e For internally mounted doors

e Spring-loaded hinge for easy door
removal

e Clip fixing for easy assembly

e Suitable for panel thicknesses of
between1 mm and 1.3 mm

e Available as spring-loaded, up-
and-down pair; or spring-loaded
up hinge and fixed bottom hinge

MATERIAL

BODY: Polyamide DIN-EN
1SO1043-1 PA6 GFR 30

PIN: Steel

Hinge Rotation Angle

xa5e D6
(e}
~ ‘-
(o0}
— = -
[Te}
~
-
@10
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CONCEALED HINGE 089

47

8.4

RoHS
_ =

18

e For internally mounted doors

e Spring-loaded hinge for easy door
removal

o Clip fixing for easy assembly

e Suitable for panel thicknesses of /35
between 0.5 mm and 0.8 mm

e Available as spring-loaded, up-
and-down pair; or spring-loaded
up hinge and fixed bottom hinge

3.1

MATERIAL

BODY: Polyamide DIN-EN
1SO1043-1 PA6 GFR 30

PIN: Steel

Hinge Rotation Angle

x5 D6

‘- o

N~
- i

e}

~
e

210
4
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289 CONCEALED HINGE

R{HS

13

736

i

I B
N 1

19
31,8

35

79

10,5,

L60

12,7

® Stainless steel version: page 489
e For internally mounted doors
e Spring loaded hinge for easy
door removal
e Both versions are either
screwed or welded on
e Suitable for left- and
right-hand application

MATERIAL
Steel

FINISH
Zinc plated

DOOR DIRECTION Hinge Rotation Angle

Right hand [001 |i
Left hand EI 002
eft han @

Group . - . Door
Code |Material | Finish | Version | p o o A Note: Bolts are not supplied
289 6 3

A Note: Assembled RH

(as drawn)
Assembled LH
(mirror inverted)

e-mail | info@mesanlocks.com web | www.mesanlocks.com ( 331



D> CONCEALED HINGES

CONCEALED HINGE 394

RoHS 19,2
H =
N-1 o
AN <
I TINEE
M6
f2al
O

e Suitable for lightweight panels and
applications

e Left and right hand application is
possible

e Suitable for M6 screws

e 90° hinge rotation angle

-—

MATERIAL
FRAME PART: PA6 GFR30
DOOR PART: PA6 GFR30
NUT: Steel

Hinge Rotation Angle

90°

A Note: Bolts are not supplied

332 tel | +90 212721 44 44 fax|+90 21272144 45
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1495 CONCEALED HINGE

of

RoHS
_ =
[ 15

e Frame part and door parts are
welded on

e Used for special geometry profiles
of the cabinets

MATERIAL
BODY: Steel
PIN: Steel
FINISH

No finish

Group . _
Code Material | Finish
1495 6
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20,2

CORNER HINGE 097

min 28

-0,2

18

=
[N

1 §
A=

7
AN

|~~~

Cut out

® Stainless steel version: page 493
e Corner hinge
e Suitable for steel panels with a

thickness of between 1.0 mm -
2.2 mmand 2.5 mm - - -

e Hinge pin available in three types

1.0 mm - 1.2 mm 1.5 mm -2 mm 2mm - 2.5 mm
MATERIAL door plate thickness door plate thickness door plate thickness
(097 M-F-P-15) (097 M-F-P-22) (097 M-F-P-25)

FIXED, MOVABLE PARTS:
Zamak DIN-EN 1774-ZnAl4Cul
PIN:  Steel or poliasetal (Delrin)

FINISH
Chrome plated or black coated

Hinge Rotation Angle

s

P:1 P:2 P:3

Delrin pin

MATERIAL [ ™ | FINISH F

Chrome plated 1
Zamak 1
Black coated 2
76
Group . - . .
Material | Finish Pin Version

Code
097 1 F P
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- 197 CORNER HINGE

e Corner hinge. Suitable for
steel panels with a thickness
of between 0.8 mm - 1.5 mm
e Hinge pin available in three types

MATERIAL
BODY: Polyamide PA6 GFR 30
PIN: Steel or poliasetal (Delrin)

Hinge Rotation Angle

g8

P:1 P:2 P:3

<
o
£ m
E (¥a)
MATERIAL [ ™ | FINISH [ F |
Plastic 2 | No finish 0
6
%’:::’ Material | Finish Pin
197 2 0 P
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R{HS

223

15

' 4

&

2
i
J
v

Cut out

e Corner hinge. Cut out helps provide
greater resistance than 097 hinge
e Suitable for steel panels with a
thickness of between 1.0 mm
and 1.5 mm

e Hinge pin available in three types - -

MATERIAL 1.0 mm - 1.2 mm door plate thickness 1.5 mm door plate thickness
FIXED, MOVABLE PARTS: (297 M-F-P-15) (297 M-F-P-22)
Zamak DIN-EN 1774-ZnAl4Cul

PIN:  Steel or poliasetal (Delrin)

max 18.5

FINISH
Chrome plated or black coated

Hinge Rotation Angle

s

P:1 P:2 P:3

Delrin pin

MATERIAL [ ™ | FINISH F

Chrome plated 1
Zamak 1
Black coated 2
76
Group . . . .
Material | Finish Pin Version

Code
297 1 F P
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397 CORNER HINGE

-

e Corner hinge. Cut out helps provide
greater resistance than 097 hinge.
e Steel frame part provides

Cut out ; higher strength
% e Suitable for steel panels with a
E thickness of between 1.0 mm and
1.5 mm
- - e Hinge pin available in four types
1.0 mm - 1.2 mm door plate thickness 1.5 mm door plate thickness MATERIAL
(397 M-F-P-15) (397 M-F-P-22) BODY: Zamak DIN-EN

1774-ZnAl4Cul
FRAME PART: Steel

FINISH
Chrome plated or black coated

Hinge Rotation Angle
FRAME PART Q@JBO

(Steel)
P:1

(B

58

L6

{

P:2 P:4

materiaL [N FINISH F — Q 1

Chrome plated 1 —

Zamak 1
Black coated 2 R m
” 3
C(i:r:;ep Material | Finish Pin Version U
\/
397 1 F P 76 16
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Bolt: M6X8 Combi

CORNER HINGE 298 ’

v

13%05

22"

\ w’s Cut out
d

=iV

e Corner hinge. Suitable for steel
panels with a thickness of between
1.5mm and 2 mm

e Steel hinge pin

e With M6 threaded studs for
internal fastening

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Steel

FINISH
Chrome plated or black coated

Hinge Rotation Angle

==ty
P:2
MATERIAL FINISH B
0 Chrome plated 1
Zamak 1
Black coated 2
Group | \aterial | Finish Pin
6 Code
298 1 F 2
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31 098 CORNER HINGE

37'5 ]:I:_

Ay \

Cut out

763
| /
- R‘O’HS B
~ ]
o~N
: s
19

22"

37 %\2

g
v

e Suitable for steel panels with a
thickness of between 1.5 mm
and 2 mm

e Steel hinge pin

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Steel

FINISH

Chrome plated or black coated

A Note: Bolts are not supplied

Hinge Rotation Angle

g

P:2
MATERIAL FINISH B
Chrome plated 1 o
Zamak 1
Black coated 2
Cé’;’;‘ep Material | Finish Pin i
098 1 F 2
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CORNER HINGE 398

e Left and right versions available

e Maximum opening angle 180°

e Special cut out is necessary for Cut out
cabinet door

e Stainless steel spacers are used
between the hinge parts

e Suitable for 25 mm door bend
cabinets

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Steel

FINISH
Chrome plated or black coated

Mounting dimensions

1.5mm=13mm
20mm=15mm

Hinge Rotation Angle

g
MATERIAL

FINISH F
Chrome plated 1
Zamak 1
Black coated 2
A Note: Bolts are not supplied
PP Group Material | Finish Version
Code
398 1 F

342 ) tel | +90 212721 44 44 fax|+90 21272144 45
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497 CORNER HINGE

e Corner hinge
e Grounding is possible

L MATERIAL

DOOR PART:  Zamak DIN-EN
1774-ZnAl4Cul

FRAME PART: Zamak DIN-EN
1774-ZnAl4Cul

FIXING BRACKET: Steel

Cut out

FINISH
Chrome plated or black coated

Hinge Rotation Angle

oS s

A Note: Bolts are supplied

MATERIAL [0 FINISH F
Chrome plated
Zamak 1
Black coated 2 n
Note: The listing of this/these
product(s) in the catalogue
Grou does not constitute an offer
Codep Material | Finish to sell any of those products
in Germany
497 1 F
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CORNER HINGE 498

33

60

Mé6X6é Nut

n| M6X6 Bolt
g MOROEOR

e Door can be removed when opened 33
at 90° by withdrawing pin
e Suitable for 25 mm door bends

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Plastic

FINISH

Chrome plated or black coated

Hinge Rotation Angle

oegy e

A Note: Bolts are not supplied

MATERIAL [N FINISH F
Chrome plated 1
Zamak 1
Black coated 2
Group . -
Code Material | Finish

498 1 F
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R{HS

400 CORNER HINGE

18

16,5

e For fitting to corner of doors with
16.5 mm bend
e M5 stud version available.
Polyamide mounting supplied for
= - fixing body.
= \ e Budget-priced, polyamide version
\ . ] available
/
<=
©)

MATERIAL
BODY : Zamak DIN-EN
o9, 3 1774-ZnAl4Cul

12,5

0 or PA6 GFR 30
FIXED PART: Steel
PIN: Steel

FINISH
Black coated

Fixing part

BODY: Zamak or plastic

Hinge Rotation Angle

M i s

Zamak 1 | Black coated 2

Plastic 2 | No finish 0
Group Material | Finish | Version | Option
Code

400 M F 1
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CORNER HINGE

Hole

Stud I

e For fitting to corner of doors with

21 mm bend

e Stud version available, using
M6 studs

MATERIAL

BODY: Zamak DIN-EN

1774-ZnAl4Cul

FRAME PART: Steel

PIN: Steel

FINISH

Black coated

Hinge Rotation Angle

e

tel | +90 212721 44 44 fax|+90 21272144 45

200
18
s foll f
RoHS
M6
" 1857 |
_l.j' & 09,5
| 11 I g =
10
24 17,5
40
e} A
[
O =
42
materiAL [N FINISH F
Zamak 1 | Black coated 2
OPTION (o]
Group Material | Finish | Version | Option
Code Hole 0
200 1 2 OP stud 1
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200

CORNER HINGE

M6
" 18,5
& 795
(o)} G
25 18
L0 25,5
MATERIAL
BODY: Zamak DIN-EN
1774-ZnAl4Cul
— FRAME PART:  Steel
O - PIN: Steel
@ o FINISH
= Black coated
42
Hinge Rotation Angle
material 3 FINISH [ F | oo
Zamak 1 | Black coated 2 Q@J
Group . - . . :
Material | Finish | Version | Option OPSIYON OP
Code Hol o A Note: Bolts are not supplied
200 1 2 0 oe
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100

CORNER HINGE

e Designed for plain/flush-mounted
and side-mounted doors

e For side-mounted doors with a
bend between 0 mm and 30 mm

e Hardened steel hinge pin

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Steel

BEARING:  Delrin

FINISH
Black coated

Hinge Rotation Angle

0D

A Note: Bolts are not supplied

53(2x) /

02

03
05
07
10
15
17
20
25
27
30

MATERIAL

Zamak

FINISH

Chrome plated

Black coated

Group
Code

Material

Finish Height

100

1

F
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600 CORNER HINGE

(V5320 14 5202

[ @

60

Spacer application

° Stai ion:
5001-2-H-3 Stainless steel version: page 498

e For side-mounted doors with a
bend of 0-18 mm

e Pin and plastic guides
supplied separately

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Steel

BEARING: Delrin

FINISH
Black coated

06

12
18

Hinge Rotation Angle

MaTERIAL [0 FINISH F o g8

Zamak 1 | Black coated 2
C’é’;’;‘e” Material | Finish | Height | Version A Note: Boits are not supplied
600 1 2

e-mail | info@mesanlocks.com web | www.mesanlocks.com ( 349



D> CORNER HINGES

HVAC HINGE (2D) 600
2D Adjustable
1 mm
6 su1 +L%
T 11x13 11x13
. o @, 53020
D 53(2x) 2 AL _
gl 2 3 8 g3 3 B
gt |
€
(j A
) ‘an)
& =2
40 40
50 50
Spacer application 16 H
00 I m
03
T ‘ s 2
05 1 ’—\ ol ©| 2
10 @
15
Spacer

e Hinge supplied pre-assembled to
decrease labour costs

e Two-dimensional door
adjustments possible

e Axial adjustment is + 2 mm. Radial
adjustment is 1 mm

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Steel

BEARING: Delrin

FINISH
Black coated

Hinge Rotation Angle

DOOR DIRECTION
MATERIAL [ ™ | FINISH

Right hand [001 |i
Zamak 1 | Black coated 2
Left hand il 002
A Note: Bolts are not supplied Group Material | Finish Height | Version .Doo.r
Code Direction
600 1 2
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KZH V2

without spacer e Hinge supplied pre-assembled

1 — it Spacer to decrease labour costs

e Two-dimensional door

2D Adjustable
1 mm ’/
RoHS [

1 mm 16 11x13
16 11x13 15,2x1.2

- P52x1.2 I_I

: - 53 — [

gz 33 3 5=

+2mm | @» a

11
&
30 20
30 20 90
90
16 H
Spacer application Y

2 s 02

= 07

12

adjustments possible
e Axial adjustment is + 2 mm. Radial
adjustment is +1 mm

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Steel

BEARING: Delrin

FINISH
Black coated

DOOR DIRECTION Hinge Rotation Angle

MATERIAL M | FINISH

Right hand | 001 80°
Zamak 1 | Black coated 2 g I Q@J

Left hand i| 002

Group Material | Finish Height | Version .Doo.r A Note: Bolts are not supplied
Code Direction
700 1 2
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® Stainless steel version: page 498

e Generally used for plain/small

flush mounted doors.
e Opening angle is 270°

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Stainless Steel

MATERIAL | M| FINISH F

Hinge Rotation Angle

Chrome plated 1
Zamak 1
Black coated 2
Group . - 4
Code Material | Finish
1299 1 F
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253

e Stainless steel version: page 500
e Generally used for plain/flush
mounted doors
e Stud versions fitted with M5 x
8.5 mm threaded stud
e Stainless steel (AISI 304) hinge pin.
e Maximum hinge rotation 270°

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Stainless Steel

M F
Chrome plated 1
Zamak 1
Black coated 2
Plastic 2 | No finish 0

Hinge Rotation Angle

Group . _ .
Code Material | Finish Version
) 299 M F
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e Generally used for plain/flush-
mounted doors
e Stud versions fitted with M6 x
12 mm threaded stud
e Stainless steel (AISI 304) hinge pin.
e Maximum hinge rotation 270°

MATERIAL

BODY: Polyamide DIN-EN ISO
1043-1 PA 6 GFR 30

PIN: Stainless Steel

MATERIAL M| FINISH F
Plastic 2 | No finish 0
Hinge Rotation Angle
Group Material | Finish Version
Code
199 2 0 S
P
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LEAF HINGE

358

&
[

099

® Stainless steel version page
500,502
e Generally used for plain/flush-
mounted doors
o Stud versions fitted with M6 x
12 mm threaded stud
e Stainless steel (AISI 304) hinge pin.
e Maximum hinge rotation 270°
o Available in three sizes, hole or stud
fixing:
-50 mm x50 mm
-50 mm x 63 mm
-50 mm x 76 mm

50
30

M6

10

13

"

50
30

76

10

56

MATERIAL
BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Stainless Steel

Hinge Rotation Angle

o

50

25

10

30

22

32

il
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50

13

1"

M6

10

30

50

25

63

43

10

10

30

50
30
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63

43

50
30

10
10

50
30

76 s H
10 56 10
—_— |
[ ]
,_f, | +, | ,+ |
-+ } ,4‘,,
M6 M /

o

~

@I A o

"

J - © Q A %
- Q& o
~_h
\ »
]
76
56
2
B =
MATERIAL
BODY: Zamak DIN-EN
© Q 79 ) 1774-ZnAl4Cul
7/ PIN: Stainless Steel

Zamak

MATERIAL FINISH F
] Chrome plated 1
Black coated 2

Hinge Rotation Angle

Group Material | Finish Version
Code

099 1 F

o
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® Stainless steel version
page 501,503
e Generally used for plain/flush-
mounted, isolated heavy doors
e Stud versions fitted with M8 x
14 mm threaded stud
e Stainless steel (AISI 304) hinge pin
e Available in three sizes, hole or
stud fixing:
-60 mm x 60 mm
-60 mm x 90 mm
-60 mm x 120 mm

15

MATERIAL 90 120

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Stainless Steel

MATERIAL M| FINISH

Hinge Rotation Angle Chrome plated

Black coated 2

R\ Group . - .
9@ Code Material | Finish | Version
399 1 F
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e Generally used for plain/flush-
mounted, isolated,

heavy doors

Stud versions fitted with M8 x

14 mm threaded stud

Stainless steel (AISI 304) hinge pin.
Available in three sizes, stud fixing:
-80 mm x 70 mm

-80 mm x110 mm

-80 mm x 150 mm

70

80

80

150

110

80

MATERIAL
BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Stainless Steel
MATERIAL FINISH F
Chrome plated 1 Hinge Rotation Angle
Zamak 1

Black coated 2
Group Material | Finish | Versi S
Code ateria inis ersion '{«\
1399 1 F
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e Concealed mounting-screws
prevent external access to hinge

o Designed for plain/flush-mounted
doors

e Suitable for left- and right-hand
applications

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Stainless Steel

MATERIAL M| FINISH F DOOR DIRECTION
Chrome plated 1 Right hand | 001 |i

1
Black coated 2 Left hand il 002

Hinge Rotation Angle

Q@JSOO Group Finish Door

Code Material Version Direction

1699 1 F
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85 1499 LIFT-OFF HINGE

50

67

O

_
N

15

1

17,5

e Concealed mounting screws
prevent external access to hinge

e Design for plain/flush-mounted
doors

e Suitable for left- and right-hand
applications

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Stainless Steel

MATERIAL M| FINISH B DOOR DIRECTION
Chrome plated 1 Right hand | 001 Ii
1
Black coated 2 Left hand il 002
Group . - Door
Code Material | Finish Direction
1499 1 F
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e Generally used for plain/flush-
mounted doors and insulated
panels

e Provides strong fixing by 6 pcs.
M8 bolts

e Opening angle 270°

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Stainless Steel

SCREW: Steel

364 ) tel | +90 212721 44 44 fax|+90 21272144 45

90

15,5

8.5

MATERIAL

Zamak

FINISH

Chrome plated

Black coated

Group . .
Code Material | Finish
900 1 F
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75 899 LIFT-OFF HINGE

i s i i ALY s |
— O » Bll]
of | No!
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100
60

\
\ L
® Stainless steel version: page 508
e Heavy-duty lift off hinge
e Suitable for left- and right-hand

applications
e Opening angle 180°

™

MATERIAL
BODY: Steel
PIN: Steel
FINISH

Zinc plated or black coated

MATERIAL M | FINISH DOOR DIRECTION
Zinc plated 3 Right hand {001 |i
Steel 6
Black coated 2 Left hand il 002 Hinge Rotation Angle
g

Group . _ Door

Code Material | Finish Direction

899 6 F
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15

e Generally used for plain/flush-
mounted, isolated,
heavy doors m

e Steel construction provides very Fin
high resistance

e M8 x12 mm coach bolts supplied.

145

MATERIAL
BODY: Steel
PIN: Stainless Steel 136

MATERIAL FINISH

Zinc plated

Hinge Rotation Angle

Black coated

° Group . - .
ff,\ Code Material | Finish Version
499 6
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599

LEAF HINGE

MATERIAL M| FINISH
Zinc plated
Steel 6
Black coated
%’;’;ep Material | Finish
599 6 F

® Stainless steel version: page 504
e Generally used for plain/flush-
mounted, isolated
heavy doors
e Both parts attached by screws
or nuts and bolts
e Hinge-rotation angle 180°

MATERIAL
BODY: Steel
PIN: Stainless Steel

Hinge Rotation Angle

Ly e

A Note: Bolts are not supplied
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e Stainless steel version: page 506

e Generally, used for plain/flush
mounted, isolated, heavy doors.

e Both parts are attached by screws
or nuts and bolts

e Hinge Rotation angle is 180°

MATERIAL
BODY: Steel
PIN: Stainless steel
o~
o]
FINISH

Zinc plated or black coated

MATERIAL FINISH
Zinc plated
Hinge Rotation Angle Steel 1
Black coated
o cger
Group . - .
Material | Finish Version
Code

1599 6
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1172

e Stainless steel version: page 507

e Generally, used for plain/flush
mounted, isolated, heavy doors.

e Both parts are attached by screws
or nuts and bolts

e Hinge Rotation angle is 180°

150
MATERIAL
BODY: Steel
PIN: Stainless steel
FINISH

Zinc plated or black coated

MATERIAL FINISH

Zinc plated
Steel 1 Hinge Rotation Angle

Black coated
o

(ér:)::: Material | Finish | Version
A Note: Bolts are not supplied
1599 6
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® Stainless steel version: page 505
e Generally used for plain/
flush-mounted, isolated, L)

25

heavy doors

MATERIAL
BODY: Steel
PIN: Stainless Steel

%

100

A Note: Bolts are not supplied

MATERIAL

Hinge Rotation Angle Steel

FINISH

Zinc plated

Black coated

Group
Code

o

Material | Finish Version

799

6
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FLAT HINGES <
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" 115 MATERIAL
o~ ‘ BODY: Steel
- : : PIN: Stainless Steel
N |

A Note: Bolts are not supplied

MATERIAL M FINISH
Steel 1 Zinc plated Hinge Rotation Angle
Black coated
dack coate 80°
Group . -
Code Material | Finish
2899 6
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D FLAT HINGES

LIFT-OFF HINGE 4299
ﬁ\ll v
— © e
llo
| —ld
[_____]
® Stainless steel version: page 494
e Designed for plain/flush-mounted
doors
e Suitable for left- and right-hand
applications
MATERIAL
BODY: Steel
PIN: Stainless Steel
FINISH
Zinc plated
DOOR DIRECTION
il m AL Right hand | 001 |i
Hinge Rotation Angle Steel 6 | Zinc plated Left hand il 002
Group . _ Door
. Code Material | Finish Direction
)
4299 6
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FLAT HINGES <

M5(4x)

R‘O’HS _ .

e Generally used for plain/flush-
mounted doors

e With- or without-bolt options
are available

e Stainless steel pin

13,5
20

MATERIAL

BODY:  Polyamide DIN-EN ISO
1043-1PA 6 GFR 30

PIN: Stainless Steel

MATERIAL

FINISH F

Hinge Rotation Angle

Plastic 2 | No finish 0
RS =t
Group | \aterial | Finish | Versi
Code ateria Inis ersion
1199 2 0
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D> FLAT HINGES

RoHS
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e 2.3 Nm symmetric torque

e Over 25,000 cycle life within + 20%
of static torque specification

e Suitable for left- and right-hand
application

e M5 screw mounting

MATERIAL

BODY: Zamak DIN-EN
1774-ZnAl4Cul

PIN: Steel

57

2195

51

1 5.2(kx)

a
= |
285

[

RoHS
—mlr’!
=

e 3.4 Nm symmetric torque

e Over 25,000 cycle life within + 20%
of static torque specification

e Suitable left- and right-hand

applications
e M5 screw mounting

MATERIAL M| FINISH F
Zamak 1 | Black coated 2

Hinge Rotation Angle

Group

Code Material | Finish

o

1 2
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FLAT HINGES <

57

2599

RoHS
— L
[ ]
: ] |

Position Force (N-m) VERSION
q ) No Detens 10
NN
0.7 21
80° % 11 22
O 1.7 23
‘ 0.7 31
i 1.7 33
) 07 4
1500 % :
T 17 43
MATERIAL [N FINISH
Plastic 2 | No finish
Group Material | Finish Version
Code
2599 2 0
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INDEX HINGE

o Different angle and torque is

available

e Holds door open at specific
degrees. 80°, 115°, 150°

MATERIAL
BODY:

PIN:

Polyamide DIN-EN

1SO 1043-1 PA6 GFR 30

Plastic
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D> FLAT HINGES

ADJUSTABLE TORQUE HINGE 2399

13

@ 9(4x)
@ L.5(4x)

45
32
G
@koJ©

|
VE
19

e Hinge torque can be adjusted
with screw

e Provide position control

e Suitable for left- and right-hand
applications

o Fixed with M4 screw
Torque adjustment

bolt

MATERIAL

BODY: Delrin
SCREWS AND NUTS:
Stainless Steel (AISI 304)

PERFORMANCE DETAILS
Axial load: (N)

Working load: 700
Breaking load weight: 1100
Radial load: (N)

Working load: 1400
Breaking load weight: 1800
Torque value: 0.8 N.m.
Working temperature:
-5°C +65°C

Fasteners:

(Bolts and nuts are not supplied)
Screw and nut: M4

Axial load (N)

255

Torque setting can be
adjusted

L/

Radial load (N)

Hinge Rotation Angle

oy e MATERIAL [ M | FINISH F
Plastic 2 | No finish 0
Gro . -
A Note: Bolts are not supplied Co:ep Material | Finish
2399 2 0
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FLAT HINGES <

2499 ADJUSTABLE TORQUE HINGE
63,5

115

415 _125(kx)
/7 65(x)

58

19

29

e Hinge torque can be adjusted
by screw

e Provides position control

e Suitable for left- and right-hand
applications

e Fixed by M6 screww

Torque adjustment
bolt

MATERIAL

BODY: Delrin
SCREWS AND NUTS:
Stainless Steel (AISI 304)
Torque setting can be
adjusted PERFORMANCE DETAILS
Axial load: (N)

Working load: 1500
Breaking load weight: 2350
Radial load: (N)

Working load: 2250
Breaking load weight: 3200
Torque value: 4 Nm
Working temperature:

-5°C +65°C
Fasteners:
U (Bolts and nut are not supplied)
Screw and nut: M6
Axial load (N) Radial load (N)
Hinge Rotation Angle
MATERIAL [ ™ | FINISH F o0
Plastic 2 | No finish 0
%’;’;‘e” Material | Finish
2499 2 0
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D> FLAT HINGES

LIFT-OFF HINGE -1 699

I
1

e Concealed mounting screws
prevent external access to hinge

e Designed for plain/flush-mounted
doors

e Suitable for left- and right-hand
applications

1

M5(4x)

64
6L
1

50 ‘
<4 ,

MATERIAL
BODY: Zamak DIN-EN

1774-ZnAl4Cul
PIN: Stainless Steel

g r
Hinge Rotation Angle Chrome plated 1 Right hand | 001 |i
. Zamak 1
Q_@_‘WO Black coated 2 Left hand il 002

Group . - . Door
Code Material | Finish Version Direction
699 1 F
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FLAT HINGES <

693 HINGE WITH BEARING

20
>
27
~ M6(3x)
- MATERIAL
n BODY: Zamak DIN-EN
v 1774-ZnAl4Cul
PIN: Stainless Steel
BEARING: Delrin
M F
Chrome plated 1 Hinge Rotation Angle
Zamak 1 R
Black coated 2 Q—@JBO
%f:: Material | Finish Version
693 1 B
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D> FLAT HINGES

HVAC HINGE (3D) 800
D63 16 103
I
S g s
i = 0(Q) @
)
1 3D & L 10.3x6,3
48 60
16.3x12,3
120
e Suitable for three-dimensional
door adjustment
e Can be used for flush doors
MATERIAL
BODY: Zamak DIN-EN
1774-ZnAl4Cul " U
PIN: Steel - i R Vi i ||_
BEARING: Delrin S D
FINISH
Black coated
HINGE COVER 320.02.017
Company logo
(Order seperetaly) DOOR DIRECTION
MATERIAL [ ™ | FINISH o Right hand | 001 [[f
MATERIAL Zamak 1 | Black coated 2 Left hand il 002
Polyamide
DIN-EN ISO 1043-1 PA6 GFR 30
Group . - Door
Code Material | Finish Direction
800 1 2
380 tel | +90 212721 44 44 fax | +90 21272144 45



FLAT HINGES <

15.3(2x)

| 5.3(4x)

19,5

500

HVAC HINGE (3D)

MATERIAL [ ™ | FINISH [ F |
Zamak 1 | Black coated 2
%’::: Material | Finish
500 1 2

i

e Generally used for plain/flush-
mounted, isolated, heavy doors

e Specially designed for central air
conditioning units

e Stylish design

e Supplied with polyamide hinge
cover and Stainless steel (AISI 304)

hinge pin
MATERIAL
BODY: Zamak DIN-EN

1774-ZnAl4Cul

PIN: Stainless Steel
BEARING: Delrin
COVER: PA 6 GFR 30
FINISH

Black coated

Hinge Rotation Angle

sy e

A Note: Bolts are not supplied
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D> FLAT HINGES

300

s

HVAC HINGE

MATERIAL

BODY:  Polyamide DIN-EN
1SO 1043-1
PA 6 GFR 30

PIN: Stainless Steel

Hinge Rotation Angle

Ly e

382 ) tel | +90 212721 44 44 fax | +90 212721 44 45

63

MATERIAL | M| FINISH
2 | No finish
%’g;ep Material | Finish
300 2 0




FLAT HINGES

Cover Body

e It is specially designed for easy

mounting in double hull insulation
door.

e Hinge rotation 180°.

e It can adjust 3mm in vertical and
horizontal direction.

28 17,3
Cut out MATERIAL
BODY: Zamak DIN-EN
1774-ZnAl4Cul
PIN: Stainless Steel
BOLTS: Stainless Steel

A Note: Bolts are supplied

MATERIAL [ ™ | FINISH F
Chrome plated 1
Zamak 1
Black coated 2
Gcrs(;jep Version | Material | Finish
1500 1 F
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D> FLAT HINGES

TRUCK CARRIER HINGE

282

o
T

96
121

(D

MATERIAL & FINISH PRODUCT CODE

Steel-Zinc plated 340.0.8024

Steel - Black coated 340.0.8025

e Strong hinge used on doors of
refrigirated truck carriers and
trailers

e Opening angle is 270 degrees

e Provided as zinc plated or black
powder coated.

o Suiatble for LH and RH applications

o Please contact with Mesan for

varios dimensions

MATERIAL
Frame part:  Steel
Door part: Steel

72

©8.5(4X)

by MATERIAL & FINISH PRODUCT CODE

Steel - Zinc plated 340.0.8023
Steel - Black coated 340.0.8029
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